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KNIFE ASSEMBLY

The knife is housed in the front jaw assembly. Operating in an orbital 
motion, it swings out of a recess in the front jaw, cuts through the film, 
and passes into a recess in the rear jaw. At the end of the dwell time, 
the knife retracts back into the front jaw.

Knife Blade 
Replacement

1. Remove machine power and air.
Use appropriate lockout/tagout procedures.

2. Pull front jaw carrier toward the front of the machine.
3. Lift the right side knife retainer from the pin
4. Swing the knife retainer to the side.
5. Lift the left side knife retainer from the pin.
6. Swing the knife retainer to the side.

WARNING:
Use caution when working in the knife area. The knife edge is 
extremely sharp and cuts even when brushed against.

1 = Knife Retainer 6 = Flow Control
2 = Knife 7 = Knife Air Cylinder
3 = Rear Jaw 8 = Jam Nut
4 = Knife Linkage 9 = Rod End

5 = Front Jaw

CAUTION:
Use caution when working with the knife, as it is very sharp and 
may be very hot.
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Knife Assembly
7. Remove the knife blade.
a. Lift the knife blade off of the pin.
b. Slide the knife blade out of the jaw.

8. Replace the knife blade.
a. Slide the new knife blade into the slot in the front jaw.
b. Place the knife blade on the pin.

9. Secure the left and right knife retainers back into place.
10. Push the front jaw carrier into the closed position.
11. Restore power and air to the machine.
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